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Floor Plan Keynotes

1. ELECTRICAL PANEL LOCATION, RELOCATE TO POSITION SHOWN

CONDUIT TO TMB LOCATION.

CASEWORK. TOP OF CASE WORK AT +36", EMPLOYEE USE ONLY. EQUIPMENT SUPPLIER TO
PROVIDE UTILITY LOCATIONS IN FIELD

24.  SIDE WALL CUSTOM CASEWORK. CLIENT, CONTRACTOR AND EQUIPMENT SUPPLIER
TO COORDINATE WITH CASEWORK SUBCONTRACTOR TO PROVIDE SHOP DRAWINGS FOR

Floor Plan Legend

WALLS - GENERAL

PANO XRAY, PROVIDE BLOCKING IN WALL AS PER

WALL MOUNTED DENTAL XRAY, IN PASS THRU
CABINETRY PROVIDED BY CONTRACTOR. PROVIDE
BLOCKING IN WALL AS PER MANUFACTURER'S
WRITTEN SPECIFICATIONS. VERIFY MODEL WITH

CASEWORK. TOP OF CASE WORK AT +36", EMPLOYEE USE ONLY. EQUIPMENT SUPPLIER TO EQUIPMENT SUPPLIER.
ENTRY PROVIDE UTILITY LOCATIONS IN FIELD
WALL MOUNTED DENTAL XRAY. PROVIDE BLOCKING

25.  CENTER ISLAND CUSTOM CASEWORK WITH XRAY PASS THRU. CLIENT, CONTRACTOR
AND EQUIPMENT SUPPLIER TO COORDINATE WITH CASEWORK SUBCONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR CASEWORK. TOP OF SINK AT CASE WORK TO BE MAX 34"
AF.F.

27.  DUAL HEAD AIR COMPRESSOR W/ ISOLATION VALVES AND SINGLE STORAGE TANK.
INSTALL PER MANUFACTURER'S SPECIFICATIONS WITH VIBRATION ISOLATORS AT
COMPRESSOR SUPPORTS. PROVIDED BY EQUIPMENT SUPPLIER.

IN WALL AS PER MANUFACTURER'S WRITTEN
SPECIFICATIONS. VERIFY MODEL WITH EQUIPMENT
SUPPLIER.

WALL MOUNTED MONITOR/KEYBOARD/CPU SHELF,
SHELF MOUNTED @ +36" A.F.F. VERIFY MOUNTING
HEIGHT OF MONITOR IN FIELD.

WALL MOUNTED XRAY/PANO FIRE BUTTON. MOUNT

EXISTING 8" CONCRETE MASONRY WALL WITH FURRED
— I — 2. 4X8 PLYWOOD SHEET FOR TMB MOUNTING. VERIFY LOCATION IN FIELD GYPBOARD WALL ON INTERIOR TO REMAIN. |
[ EXSTING INTERIOR FRAMED WALL TO REMAIN
] D V.« A 3. FIRE EXTINGUISHER -2A:10BC. TO BE SEMI RECESSED IN WALL IN APPROVED
[ CABINET (LARSEN AL-2409-6R-VERTICAL DUO, 2.5" EXTENSION WITH ROLLED EDGE, TYPE A ———T——7 EXISTING STORE FRONT ENTRY/GLAZING WITH FRAMED
| LETTERING, BLACK) AT THIS LOCATION. MAXIMUM TRAVEL DISTANCE TO EXTINGUISHER NOT WALL ABOVE TO REMAIN ‘
| TO EXCEED 75', 1 (ONE) EXTINGUISHER REQUIRED FOR EVERY 3,000 S.F. OF BUILDING AREA.
8 !~ &5 ) BN NEW WALL PER PARTITION SCHEDULE WITH SOUND INSULATION
4. 42'H TRANSACTION COUNTER MOUNTED TO PONY WALL BELOW. SEE DETAIL A12/D3
_ MM NEW WALL PER PARTITION SCHEDULE WITH SOUND INSULATION
s 5. COUNTERTOP AT 30" AF.F. PROVIDE CABINETRY BELOW PER TENANT. ALL KNEE TOBOTTOM OF DECK :
N SPACES TO BE MIN 30" WIDE AND MIN. 29" TALL. PROVIDE 2-1/2'@ GROMMETS @ XRRKXXKKKKK]  NEW WALL PER PARTITION SCHEDULE - ONE HOUR RATED
DR OFFICE o = COUNTERTOP, MIN. 2 PER SECTION OF COUNTER. 12" DEEP UPPER CASEWORK ABOVE
(WHERE SHOWN AS DASHED LINE). PARTITIONS SYMBOLS
BRACED PARTITION ROOM NUMBER
8 6.  ADAACCESSIBLE TRANSACTION COUNTER 3-0" WIDE @ 34" AF.F. O DETAIL A2/D1 ROOM NAME
‘_ SOUND PARTITION SEE FINISH SCHEDULE A4.1
| oc 7. 36" AF.F. LOWER CASEWORK WITH 12" DEEP UPPER CASEWORK WITH ADJUSTABLE DETAIL A6/D1 DOOR NUMBER
J @ SHELVES. <:>_ PARTITION TO DECK SEE DOOR SCHEDULE
DETAIL A10/D1 SHEET A4.0 ARCHITECT
0 % 10.  WATER HEATER ON SHELF ABOVE MOP SINK. SEE DETAIL P4 ON SHEET P2.0 AND <D>_ ONE HOUR RATED PARTITION SECTIONIDETALIELEVATION
PLUMBING PLAN SHEET P1.0. DETAIL A18/D1 N NUMBER
\#/ SHEET LOCATION 8801 North Central Ave
oc 11, ADA ACCESSIBLE RESTROOM. SEE DETAILS A1 THRU A4 SHEET D2 FOR ENLARGED Suite 101
PLANS WITH CLEARANCES AND ACCESSORIES. DOORS Phoenix, Arizona 85020
! aolo — ]~ phone: 1.602.266.2712
| i . (28 12.  READILY VISIBLE DURABLE SIGN POSTED ON EGRESS SIDE ON OR ADJACENT TO EXISTING DOOR OR PAIR
B @ Q @ ABIOREISE DOOR STATING "THIS DOOR TO REMAIN UNLOCKED WHEN SUITE IS OCCUPIED." THE SIGN OF DOORS WHERE SHOWN
——— @ — o OP HALL % \ WOOD DOOR WITH SHALL BE IN LETTERS 1" (25.4mm) HIGH ON CONTRASTING BACKGROUND.
L 4-6 | / PORTAL NEW DOOR OR PAIR
'| 13, 6"20 GA. METAL STUD WALL. SEE PARTITION SCHEDULE THIS SHEET. OF DOORS WHERE SHOWN
SIZE AS INDICATED ON PLAN
14, LOW WALL BRACE, SEE DETAIL A4/D1 ,
: \T/\éa'{fg,{fufga 4030 HEAD TO MATCH DOOR
| OP 2 LED FISHTANK ROTUNDA 15 RECESEED IN WALL BABY CHANGING STATION, PROVIDE BLOCKING/FRAMING PER HEAD, U.N.O. TEMPERED
MANUFACTURER WRITTEN INSTRUCTIONS GLASS AS REQUIRED.
e “OLUMN - INSET BLUE RESIN
PANEL W/LIGHTING 15, ADA ACCESSIBLE DRINKING FOUNTAIN W/ 30"x48" CLEAR FLOOR SPACE. REFER TO C k l G I L
o DETAIL P5 SHEET D-2. SEE PLUMBING SCHEDULE FOR TYPE. BOTTLE FILLER TYPE asewor enera eg en d
HALL
16.  EXISTING 12X12 WOOD POST, SEE DETAIL FOR FRAMING SYMBOL DESCRIPTION
@ @ - __”L PRIZE 17. DASHED LINE INDICATES HEADER ABOVE, TYPICAL. SEE CEILING PLAN, DENTAL CHAIR WITH SELF CONTAINED BOTTLED
| — > | WHEEL WATER. LOCATION AND UTILITIES LOCATED BY FULL
I | 5_g” TV INSTALLED 18. FLOOR TRANSITION LOCATION, SEE DIMENSION PLAN SHEET A-2.1. SIZED TEMPLATE, PROVIDED AND PLACED BY
—F RECEPTION XEDRTEéh'TAWKR 20.  EXISTING CONDUIT STUB-OUT IN SUITE FROM BUILDING PHONE BOARD, EXTEND EQUIPMENT SUPPLIER.

23.  HEAD WALL CUSTOM CASEWORK. CLIENT, CONTRACTOR AND EQUIPMENT SUPPLIER MANUFACTURER'S WRITTEN SPECIFICATIONS. ARCHITECT OF RECORD
STAND UP CONSULT AALL TO COORDINATE WITH CASEWORK SUBCONTRACTOR TO PROVIDE SHOP DRAWINGS FOR VERIFY MODEL WITH EQUIPMENT SUPPLIER. Dustin Curtis

dustin.curtis@
onearchitecture.us

Project Manager
Scott Wunderlich

AT +54".
1l | 28.  TWIN PUMP VACUUM EQUIPMENT W/ ISOLATION VALVES AND SINGLE RECEIVING
== (( , WALL MOUNTED MONITOR ON ARTICULATING ARM,
- ;ﬁ';};L . FLNSTALL PER MANUFACTURER'S SPECIFICATIONS. PROVIDED BY EQUIPMENT PROVIDE SOLID PLYWOOD BLOCKING IN WALL.
im / : VERIFY SIZE AND LOCATION IN FIELD.
INFILL FLOOR FOR 29.  FREE STANDING METAL SHELF BY EQUIPMENT CONTRACTOR @ 48" W/ RUBBER PADS WALL MOUNTED T.V. ON VERTICAL TILT BRACKET.
EXPANDED SECOND @ LUGS. —_ PROVIDE BLOCKING IN WALL, CENTER ON CHAIRS,
FLOOR A ] VERIFY SIZE AND MOUNTING HEIGHT W/ CLIENT
| | D HIGH ~— TV. ABOVE 30.  WALL MOUNTED SOLENOID SHUT-OFF AND FILTER. PROVIDED BY EQUIPMENT REMOTE CONTROL PANEL FOR ON/OFF OF 1 AR
. ; RECESSED IN WALL SUPPLIER, INSTALLED BY PLUMBING CONTRACTOR. VERIFY LOCATION WITH EQUIPMENT Rd COMPRESSOR, 2 VACUUM AND 1 WATER SHUTOFF
OPEN BAY oW SUPPLIER.
PAC-MAN D i —-— REFRIGERATOR (NIC) VERIFY SIZE OF
184" 31.  STACK WASHER DRYER UNIT (PROVIDED BY TENANT) WITH GALVANIZED DRAINAGE UC. REFRIGERATOR PRIOR TO CASEWORK FABRICATION
- | SEATING —H PAN - MIN. 2" HIGH SIDES - WELD SEAMS WATER TIGHT. PROVIDE %" DRAIN TO FLOOR SINK. U.C." WHERE SHOWN DENOTES UNDER COUNTER
] N N (N PROVIDE DRYER EXHAUST VENT DUCT AND WASHER BOX, COORDINATE LOCATIONS. - MICROWAVE IN UPPER CABINETRY ON OPEN SHELF
MURAL WALLS, TYP . T.V.| ABOVE L MICRO ABOVE SINK. VERIFY SIZE OF UNIT PRIOR TO
OF THREE RS 32, CUT 8'% HOLES IN COUNTER TOP THIS LOCATION FOR WASTE RECEPTACLE. FABRICATION OF CASEWORK.
| S PROVIDE STAINLESS ESCUTCHEON. VERIFY LOCATION WITH TENANT. —
S ] \ ( )) ' B! BOX/BOX/FILE CASEWORK
TRAIN NOOK | | K 109 29. CUT 6'@ HOLE IN COUNTER TOP THIS LOCATION FOR SHARPS RECEPTACLE. —
WOOD TREE BASE | 5 K MOVIE _ PROVIDE SHELF UNDER COUNTER FOR CONTAINER, VERIFY SIZE. PROVIDE STAINLESS —
\\CD [ _C:’ ::: i \ ESCUTCHEON. VERIFY LOCATION WITH TENANT. | BDH\ BOX/DOOR BELOW CASE WORK
X
0‘ [ |
@ N E:: RI%%IIB.I/-\EE‘IS"DVIXILL j: 30. COUNTER TOP AUTOCLAVE SUPPLIED BY EQUIPMENT SUPPLIER. VERIFY SIZE OF —
5 \ I EQUIPMENT AND EXACT LOCATION WITH CLIENT AND CONTRACTOR PRIOR TO FABRICATION i . }\ EALSE FRONT BOX/ DOOR BELOW CASEWORK
I N RISER STEPS, 18 OF CASEWORK. Lo
-l e | ! T\ K , 30" DEEP ———
‘\_ @ X 31, PULL-OUT DRAWER FOR STATEM SUPPLIED BY TENANT. VERIFY SIZE OF EQUIPMENT - ‘\v FULL FRONT DOOR CASEWORK
IV HIGH ON WALL, TOOTH BRUSHING L/ AND EXACT LOCATION WITH EQUIPMENT SUPPLIER PRIOR TO FABRICATION OF CASEWORK. L J‘ "/" DENOTES VENTED FACE DOOR WHERE SHOWN
o TREE NOT TO BLOCK AREA W/ TIKI HEADS SLASS WALL TO —— | 33.  RECESSED ULTRASONIC CLEANER WITH CONTROLS AT FACE OF CABINETRY. VERIFY - === PULLOUT DRAWER BELOW COUNTER, DOOR(S)
WOOD TREE /CORAL BASE SCANX COUNTER - . VATeH DOOR HEIGHT — . SIZE OF EQUIPMENT AND CONTROL LOCATION WITH CLIENT AND CONTRACTOR PRIOR TO | |_PoD BELOW. VERIFY PULLOUT OPENING. ReVISIONS
SHOWN 16" DEEP |  TOOTH BRUSH HALL EXISTING COLUMN 00D DOOR WITH FABRICATION OF CASEWORK.
GLASS PANEL WITH SLIDING GLASS WITH OPEN SHELF WITH FILM DESIGN L DESIGN PANEL F—
/ DESIGN / DOOR o e g 3. 66" HIGH AND LOW VENT. LOW VENT TO BE MOUNTED @ 6" AF.F. AND HIGH VENT 4 }|||| 4 DRAWER CASEWORK VERIFY DRAWER SIZES
L 16875 LL -0 Ll - LL S- L TO BE MOUNTED 6" BELOW THE FINISH CEILING OF THE ROOM. VENTS TO BE 3/4" L— -
D [4 — ) 1° i( 17 1 GALVANIZED STEEL, INCLUDE INSECT SCREEN AND WEATHER CAP. —
| ' | Pd<l FALSE FRONT WITH HOPPER STYLE DOOR FOR
@ | B : 45.  EXISTING ROOF DRAIN(S), VERIFY LOCATION - PROVIDE FURRED WALL TIGHT AROUND L] PLASTER BAGS, HOPPER RATED FOR 100 Ibs.
5 D o S UREN 1 DRAINS. \
D XRAY = g h 8' TALL PANTRY CASEWORK DOUBLE SET OF DOORS
~—! + N HHe-————-— /| .
. QUAD EXAM } B} D 3 AN @ e 1 3 IPAD STATIONS 4. MONITORING ALARM FOR MEDICAL GAS CABINET. PROVIDE ZONE SHUT OFF. Y 4.8 TALL BOTTOM, 3 TOP
77777777 \ / IRESTROO 11 : :
| 'T L I ! ! CHARGING/ADULT IPAD 47, MEDICAL GAS CYLINDER RESTRAINT BRACKET, WALL MOUNT. (PNEUMATIC SERVICES U1 STANDARD UPPER CABINET - A10/D1
S [ (N N ) S (S A (S N U R U R .+ [ R N Qéﬁ ! ! INC, WB-200) PROVIDE 2X12 BLOCKING CONTINUOUS IN WALL FOR INSTALLATION. SAFETY
') N e — D \ H : )
. T . I / RESTRAINT CHAIN PROVIDED WITH BRACKET. MODEL SPECIFIED TO HOLD (2) 7-9.5" U2 OPEN SHELF UPPER CABINET - A7/D1
NI off o | CYLINDERS. TWO BRACKETS REQUIRED. U3 HOPPER DOOR UPPER CABINET - A4/D1
- ——-T
— i ANTHEM
@F 5 % > -] ~1_ 48. CASEWORK 34" AFF.F. (TYP.). u4 MICROWAVE SHELF UPPER CABINET - A1/D1
# B PEDIATRIC
HALL/WORK T G | Not
: EXISTING MECHANICAL | 1y AQUARIUM 113 - ‘ enera otes DENTAL
. NO CHANGE CONSULT 2 (12) :
Q | EXISTING FIRE RISER IN WAL 1'-6" DENTAL EQUIP CEKISTI VATOR EXISTING ELEVATOR A. FURNITURE PLACEMENT SHALL NOT RESTRICT ADA ACCESS REQUIRED. 10400 S Eastern Ave
3 iy in ROOM i CHANBE - REVISE EQUIPMENT ROOM Henderson. Nevada
jIL 1333 NO CHANGE @ — 97" FINISHES\ONLY NO CHAGE UNDER STAIR B.  CONTRACTOR TO PROVIDE MIN. R-30 BATT INSULATION AT ENTIRE DECK SPACE IF NOT '
| =7 DEAD AREA CURRENTLY INSTALLED. 10-24-16
$3$4$ $IT I
I o I I I i C.  CONTRACTOR TO PROVIDE MIN. R-19 BATT INSULATION IN ALL FRAMED EXTERIOR WALLS 1 6 2 O
@r @ EXISTING 800A 3PH/4W 136 @ IF NOT ALREADY PROVIDED.
Y 12002051 =5 NETER | MED GAS I @ f D.  TENANT TO PROVIDE BLINDS FOR SUN CONTROL TO ALL WINDOWS TO EXTERIOR,
L] L]
E.  ROOF PENETRATIONS AND ROOF WORK TO BE PERFORMED BY LANDLORD'S
CONTRACTOR IF REQUIRED, SEE GENERAL NOTES SHEETS P1 AND M1
EXISTING SIDEWALK
F.  ANY DISTURBANCE TO THE FLOOR SLAB MUST BE TREATED FOR TERMITE PROTECTION
PRIOR TO THE REPLACEMENT OF THE CONCRETE FLOOR, SEE DIVISION 3 CONCRETE, SHEET A4
] \ | []
: G.  CLIENT APPROVED CABINET DRAWINGS TAKE PRECEDENCE FOR ALL PLACEMENT OF [
EXISTING EXTERIOR PLUMBING OR ELECTRICAL. ALL PLUMBING AND/OR ELECTRICAL PLACEMENT TO BE
 STAR ) FSTING LADSCAPE VERIFIED WITH CLIENT AND EQUIPMENT SUPPLIER BEFORE ROUGH IN OF ANY UTILITIES.
W LTANBE N EXISTING TRASH
ENCLOSURE, NO CHANGE H.  VERIFY WIDTH AND LOCATION FOR EQUIPMENT AND FIXTURES AT HEAD WALL DENTAL
. CABINETS, SIDE WALL DENTAL CABINETS AND CENTER DENTAL CONSOLE AS SHOWN ON PLAN
] y I Floor Plan - First Floor PRIOR TO FRAMING AND PLACEMENT OF UTILITIES. Floor Plan

1/4" = 1'-0"




